
• Servo-driven Barrel-cam loading system.
• Rotary carton feeder with pre-break mechanism.
• Full category 3 guarding with safety interlocked Lexan doors.
• Modular design can allow for future retrofits.

TECHNICAL SPECIFICATIONS

• High-speed cartoning speed of up to 300 cartons per minute (cpm). 
• Ramp-up style autoload bucket conveyor to reduce overall components.
• Push button change over to complete size change overs in minutes.
• Overhead confinement system to handle flexible products such as pouches, 

bags, and sachets. 

MACHINE FEATURES

HD-CMA - Continuous 
Motion Autoload Cartoner

HD-CMA



VIDEO

AFA can run either glue or tuck 
cartons on the same machine at 
over 300 cartons per minute. A 
Nordson or Robotech glue unit 
provides glue application, and 
a three-stage servo-driven tuck 

mechanism provides carton 
tucking. 

Customized infeed systems are 
available to handle single-lane 
or multi-lane infeeds at speeds 
up to 300 products per minute. 
AFA’s robotic technology is all 
proprietary, so no third-party 

robotics on the cartoner.

Barrel cam loading system with 
automatic no-product, no-load 

system for high efficiency  
operation. For product change-
over, quick-disconnect pins are 

available for fast, repeatable 
changeover.
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